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DB3/4/5 PERFORMANCE 2300 RPM
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Specifications

Description

Polypropylene

PVDF

QuestionsiZACallfIE8 00581031053

1 Impeller housing Glass-fiber reinforced Carbon-fiber reinforced
polypropylene (GF PP) PVDF (CF PVDF)

1A Impeller housing High purity alumina ceramic

thrust ring

2 O-ring FKM or EPDM

3 Impeller GF PP and neodymium CF PVDF and neodymi-
iron boron magnets um iron boron magnets
encapsulated in unfilled | encapsulated in unfilled
polypropylene PVDF

3A  Impeller thrust ring Glass-fiber molybdenum disulfide filled PTFE

3B Bushing Carbon, PTFE, high purity alumina ceramic

4 Shaft High purity alumina ceramic

5 Barrier/Motor adapter | GF PP CF PVDF

5A  Barrier thrust ring Silicon carbide

6 QOuter drive magnets Nickel-plated neodymium iron boron magnets/
epoxy painted steel
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Weight - Ibs.
[kel

PP PVDF

IEC 56 2-7/32" | 6-9/32" | 2-3/16" | 4-11/32" | 11-25/32" | 4-7/8" 1/2" 6-11/32" | 2-25/32" | 3-1/2" 1-3/4" 1/4" 3.7 4.05
w/B14 [56cm] | [16 cm] [5.5cm] [11cm] [ [299cm] | [124cm] | [1.27cm] | [16.1cm] | [71cm] | [89cm] | [45cm] | [0.58 cm] [1.7] [1.84]

IEC 63 | 2-15/32" | 6-3/4" | 2-23/32" | 5-13/32" |12-25/32"| 4-7/8" 1/2" 6-25/32" | 3-5/32" | 3-15/16" | 1-31/32" 1/4" 3.7 4.05
w/B14 [63cm] | [171cm] | [6.9cm] | [13.7cm] | [32.5cm] | [124 cm] | [1.27 cm] | [17.2 cm] [8 cm] [10 cm] [5cm] |[0.58 cm] [1.7] [1.84]

IEC 71 2-13/16" | 7-3/16" | 2-23/32" | 5-13/32" | 13-5/16" | 5-5/32" 1/2" 7-1/32" | 3-17/32" | 4-3/8" 2-3/16" 5/16" 39 4.35
w/B14 [7Z1lcm] | [18.3cm] | [6.9cm] | [13.7cm] | [33.8 cm] | [13.1cm] | [1.27 cm] | [17.9 cm] [9 cm] [11.1cm] | [56cm] | [0.8 cm] [1.77] [1.97]

Dimensions and weights are for reference only. Weights listed are for pump only; motor not included.
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