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Specifications
PVDF

Description

Polypropylene

Carbon-fiber reinforced
PVDF (CF PVDF)

Glass-fiber reinforced
polypropylene (GF PP)

1 Impeller housing

1A Impeller housing High purity alumina ceramic or silicon carbide (SiC)

thrust ring
2 O-ring FKM, EPDM, Simriz®, or Kalrez
3 Impeller GF PP ‘ CF PVDF

3A  Impeller thrust ring GF molybdenum disulfide filled PTFE, or SiC

4 Inner drive Neodymium iron boron Neodymium iron boron
magnets encapsulated magnets encapsulated
in unfilled polypropylene | in unfilled PVDF

5 Bushing Carbon, PTFE, high purity alumina ceramic, or SiC

6 Shaft High purity alumina ceramic, Hastelloy® C, or SiC

7 Barrier GF PP CF PVDF

7A  Barrier thrust ring Silicon carbide

Ductile iron
GF PP

8 Clamp ring

9 Motor adapter

10 Outer drive magnets Nickel-plated neodymium iron boron magnets/ Kalrez® is a registered trademark of DuPont Performance Elastomers

steel Simriz® Perfluoroelastomer is a registered trademark of the Simrit®
division of Freudenberg-NOK
11A" Motor adapter Buna N Hastelloy® C is a registered trademark of Haynes International, Inc.
11B  sealing kit (NEMA only)
11C
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with bolting dimensions only. section of www.finishthompson.com.

Motor Frame A B1 C D E lbs. [kg] PP lbs. [kg] PVDF
NEMA 56C 7-3/32"[18.0 cm] 17-11/32" [44.1 cm] 2-7/16" [6.2 cm] 4-7/8" [12.4 cm] 3-1/2"[8.9 cm] 10.5 [4.8] 11.115.0]
NEMA 145TC 7-3/32"[18.0cm] | 17-27/32" [45.3cm] | 2-3/4"[7.0 cm] 5-1/2" [14.0 cm] 3-1/2"[8.9 cm] 10.5 [4.8] 11.1(5.0]
IEC 63 w/B14 or B5 7-17/32"[19.1cm] | 14-25/32" [37.5cm] | 1-31/32" [5.0 cm] | 3-15/16" [10.0 cm] 2-15/32"[6.3 cm] 14.0 [6.4] 15.0 [6.8]
IEC 71 w/B14 or B5 7-17/32" [19.1cm] | 15-23/32"[399 cm] | 2-7/32"[5.6 cm] | 4-13/32" [11.2.cm] | 2-25/32" [7.1 cm] 14.0 [64] 15.0 [6.8]
IEC 80 w/B14 or B5 7-23/32"[19.6 cm] | 17-7/32" [43.7 cm] 2-15/32"[6.3cm] | 4-29/32"[12.5cm] | 3-5/32"[8.0 cm] 11.0 [5.0] 12.0 [5.4]

Dimensions and weights are for reference only. Weights listed are for pump only; motor not included.

T\/aries with motor manufacturer.
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